Computer Based Training for NSTS/ISS18798

Interpretations for NSTS/ISS Payload Safety Requirements
Click on the Title to test your knowledge of the interpretation letter.
	Category
	NSTS/ISS 18798 Ref #
	Letter #
	Title 

	Crew Intra-vehicular (IVA) Hazards-

Touch Temperature
	1.1
	MA2-95-048
	Thermal Limits for IVA

	Electrical
	2.1
	ET12-90-115
	Separation of Redundant Safety-critical Circuits

	
	2.2
	TA-92-038
	Protection of Payload Electrical Power Circuits

	
	2.3
	MA2-99-142
	On-orbit Bonding & Grounding

	Flammable Atmosphere
	3.1
	NS2/81-M082
	Ignition of Flammable Payload Bay Atmosphere

	Payload Operations
	4.1
	TA-88-018
	Monitoring for Safety

	
	4.2
	TA-091-062
	Payload Commanding-POCC

	
	4.3
	MA2-99-170
	Crew Mating/Demating of Powered Connectors

	
	4.4
	MA2-96-190
	Contingency Return and Rapid Safing

	
	4.5
	MA2-00-038
	On-Orbit Maintenance

	Pressure
	5.1
	TA-88-074
	Fault Tolerance of Systems using Specially Certified Burst Disks

	
	5.2
	TA-89-064
	Pressure Stabilized Tanks

	Pyrotechnics
	6.1
	TA-91-077
	Circuit Design for Payloads using Energy Storage Devices for Pyrotechnic Firing Circuits

	
	6.2
	TA-92-049
	Pyrotechnically Operated Isolation Valves for Payloads

	Structures / Materials
	7.1
	NS2/90-208
	Structural Requirements for Contingency Deorbit

	
	7.2
	TA-93-037
	Structural Integrity Following Mechanism Failures

	
	7.3
	MA2-00-057
	Mechanical Systems Safety

	
	7.4
	MA2-96-174
	Low Risk Fracture Part Clarification

	Verifications
	8.1
	TA-94-018
	Safety Policy for Detecting Payload Design Errors

	
	8.2
	MA2-98-135
	Verification/Reverification Requirements for On-Orbit Payloads

	Other
	9.1
	MA2-97-083
	Computer Control of Payload Hazards

	
	9.2
	MA2-98-069
	Small Commonly Used Batteries


